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HDUL-450D

HDUL-450D

Recommended Chassis Requirements:

1. Cost effective - save money on fuel, insurance, equipment and
expensive equipment maintenance.

2. Same or better lift capacity as most heavy-duty wreckers.
3. Payload capacity - weighs less so you can carry more.

4, Positive vertical tilt allows for immediate clearance of
under chassis obstructions.

5. Optional heavy-duty tire lift makes hook-up safer and faster and avoids
curb obstruction by loading from the inside out.



FEATURES

1. Positive Vertical Tilt : : SR e 4. Quick Link Attachment

2. Heavy-Duty Tire Lift 5. Custed Frame Forks

3. Hose Carrier System 6. Remote Controls

SPECIFICATIONS

DISTANCE RATING

A. King Pin to Mounting Face 62"
B. Mounting Face to Rear of Unit
(lifting position) 19"
C. Reach with Forks Retracted 69" 45,000 lbs

Mid 104" 32,000 Ibs
Extended 140" 24,000 Ibs
D. Maximum Horizontal Towing Height

with Forks (boom horizontal) 35"
E. Vertical Range 21"
F. Mounting Face to Rear of Unit

(stowed position) 40"
G. Height of Unit Stowed 104"
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STANDARD EQUIPMENT

FEATURES HDUL-450D
Underlift Underlift Type Three Section - Independent
Power Tilt and Fold Positive 20°
Negative 10°
Underlift Lift / Tow Rating with Forks Retracted 45,000 Ibs
Mid 32,000 lbs
Extended 24,000 Ibs
Reach with Forks (rear of mounting face to centerline of forks) Retracted 69"
Mid 104"
Extended 140"
Maximum Horizonta} Towing Height with Forks (boom horizontal) 35"
Hydraulic Extension 71"
Vertical Range 27"
Distance from Mounting Face to Rear of Unit Lifting Position 19"
Stowed Position 40"
J' Height of Unit Stowed 104"
| Frame Fork Receivers 1 Set
| Cast Frame Forks 4 Sets
‘ Alloy Tie-Down Chains 1 Pair
| Safety Chains (pair) with Bullt-In Storage Pockets X
Mounting } Detachable Fifth Wheel Chassis Mounted* — includes parking stand attachments, hold down links and adjustable king pin X
-ﬁDIslance from King Pin to Moﬁn(ing Face 62"
Hydraullc System Dual Lift Cylinders, Single 2 Stage Tilt Cyiinder, Single Plggyback Extended Cylinder with Chrome Plated Rods X
Flexible Nylon Carrier Tracking System for Hydraulic Hoses X
System Overload Protection Set to 2,500 psi X
Controls Wireless Non-Proportional Remote Control System for All Functions X
Plug-In Provision for Wired Remote Control X
Paint Black Finish X
OPTIONAL EQUIPMENT
FEATURES HDUL-450D
Underlift T Heavy-Duty Tire LIft
Underlift Lift / Tow Rating with Heavy-Duty Tire Lift Retracted 14,000 Ibs
Extended 14,000 Ibs
Reach with Heavy-Duty Tire Lift (rear of mounting face to centerline of tire lift) = Retracted 64"
Extended 135"
| Maximum Horizontal Towing Height with Heavy-Duty Tire Lift 26"
[ Hydraulic Extension "
| Basket Tire Straps with 2 Ratchets (pairs) X
Spring Lift Attachments X
Winch 20,000 1b Single Speed Planetary Winch with 9/16" Dia x 150’ Long (6 x 37 IWRC RRL EIPS) Galvanized Cable, Cable Air Tensioner, Wireless Remote X
Control Operated Air Free Spool Release and Cable Guide Sheave
‘ Power Supply Self Contained 12V DC Power System with Dual Motors and Pumps — X
I includes hydraulic tank, quick battery disconnect and heavy-duty battery leads {cannot be used with winch option)
Controls Wired Non-Proportional Remote Control for All Underlift Functions in Addition to Standard Controls X
Miscellaneous Small Tie-Down Straps for Heavy-Duty Tire Lift {pair) X
7B" Long x 21" High x 20" Deep Universal Toolbox with 2 Stainless Steel Door Covers w/Beaver Tail Latches; Rubber Mat; Pair of Mounting Brackets and X
Hardware; 4" Top Storage Tray and Single Rear LED Stop/Ta#l/Turn (red) and Single Front LED Marker (amber) Lights
Magnetic or Suction/Magnetic Tow Light Kit with Case X |
Extended Hold-Down Link ILO Standard Hold-Down Link {for fifth wheel heights greater than 7" from top of frame} X 4{
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