


HEAVY-DUTY WREBGHER — SIBE RECOVERY SYSFiM

SRS — Side Recovery System for Heavy-Duty Wreckers

1. With the boom locked into pulling position, the SRS is structurally 4. Standard hydraulic stabilizer legs allow the unit to fit varying
capable of pulling at multiple angles — forward, sideways and rearward. frame heights from 40" to 45"

2. Reduce storage loss by utilizing the 24" space to mount — it can also 5. Additional tool storage capability with the optional toolbox which
be retrofitted to an existing wrecker by simply removing the 24" provides tool storage and better fit and finish.

tunnel tool compartment.
6. The patent pending Hydraulic Pivoting Recovery Boom makes

3. The Independent Self-Stowing Flip Down Claw/Spade feature — recovery from either side of the vehicle safe, easy and efficient.
allows for greater strength and holding power.




FEATURES

4. Stahilizing Legs

2. Relrofitting Capability e B 5. 25,000 1b / 35,000 Ib
' __ N High Speed, Planetary Winch

3 Independent Self-Stowing 6. Wired and Wireless Remote Controls
Flip Down Claw/Spade ;

RECOMMENDED CHASSIS REQUIREMENTS SPECIFICATIONS

SRS-W25S / SRS-W35S SRS-W25S

Minimum Frame RBM (both rails combined) Structural Capacity 35,000 Ibs

SRS-W25S 3,200,000 in-lbs Winch Line Pull (first layer) 25,000 Ibs

SRS-W35S 4,200,000 in-Ibs Wire Rope 5/8" dia x 200 ft
Weight 4,500 lbs

Minimum Front GAWR

25-Ton, 30-Ton & 35-Ton Wreckers 16,000 Ibs SRS-W35S

50-Ton & 60-Ton Wreckers 18,000 Ibs Structural Capacity 35,000 Ibs
Winch Line Pull (first layer) 35,000 Ibs

Frame Height Range 40"-45" Wire Rope 5/8" dia x 250 ft

Frame Width Range 34"-35" Weight 4,500 lbs

Additional Cab to Axle 24"

55.17

L
29.59 b
as00 e | 1B
4559 snawe HCHT RANCE “h

—7 i

|- 35.00 FRAME WIDTH _
33109 RANGE

5429

i —42.93 - =] 589
L. - 4367
)
5 | 15,41 CHEUND CLEARANCE WITH SPADE
10,41 IN STOWED PCEITION®
N/ 1130 GRounD PENETRATION | £ ! +
6,30 WITH SPADE EXTENDED
IN FLAT POSITION®
- — RS ARDTONAL
BAEL 15.62 COOUND PINETRATION =
10084 ‘WITH SPADE EXTENDED
1h G POSITION®

* VALUE BASED O ALTLAL CHASSIS FRAME HEICHT
VALUES SHOWN AR FOR, LISTED FRAME HEGHT RANGE 7623




STANDARD EQUIPMENT

FEATURES

SRS-W258 SRS-W358

[Structure

Quick Switch Hydraulic Pivoting Recovery Boom (no assembly required)

X

X

Winch

25,000 Ib High Speed Planetary Gear Winch

X

35,000 Ib High Speed Planetary Gear Winch

>

5/8" Diax 200' Long (6 x 37 IWRC RRL EIPS) Galvanized Winch Cable with Swivel Hook

>

5/8" Dia x 250" Long (6 x 37 IWRC RRL EIPS) Galvanized Winch Cable with Swivel Hook

Winch Level Wind System (patent pending)

Adjustable Air Controlled Winch Cable Tensloner

Driver and Passenger Side Remote Air Winch Free Spool Release with Dis-Engagement Indicator Lights

Removable Recovery Hook and Galvanized Shackle

Stablilzers

independent Hydraulic Stabilizer Legs

Independent Self-Stowing Flip Down Claw/Spade

Hydraulics

Custom Hydraulic Manifold for In-Line Straight-Forward Hose Routing

Mechanical or Hydraulic Locking Features on All Functions for Improved Safety

Controls

Viired Non-Proportional Remiote Control System for All Functions

Driver and Passenger Side Plug-In Provision for Wired Remate Control

Wireless Non-Proportional Remote Control System for All Functions

Paint

Prime Finish

Anchor-Points

|

D-Rings on Stabilizer Outer and Inner Sections (two pair total)
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OPTIONAL EQUIPMENT

FEATURES

SRS-W258 SRS-W358

Miscellaneous

247, 3/4 Helght Driver and Passenger Side Stand Alone Tool Compartments

X

3/4" Diax 200° Long (6 x 37 IWRC RRL EIPS) Galvanized Winch Cable ILO Standard Winch Cable

Snatch Block - 12-Ton, 8° Dia Sheave

‘Snateh Block - 12-Ton, 10" Dia Sheave

In-Cab Remote Control Transmitter Holder with Audible Warning Signal

Paint

Custom Paint Colors Available
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